


POD MECHANICAL CONNECTORS

MECHANICAL CONNECTORS

UMINUM SINGLE BARREL CONNECTORS - ONE HOLE MOUNT

* Manufacutred from high strength aluminum alloy

« Electro-Tin plated for low contact resistance and |
protection against corrosion when used with copper wire T

» Dual rated for copper and aluminum conductors

* cULus 486B listed

+ CSA 22.2 certified

» Rated 600 Volts / 90°C

99001 4STR 14 AWG 1/4 1.06 0.50 0.50 0.09
99001B 6 STR 14 AWG 1/4 1.06 0.50 0.50 0.09
99001C 4 8TR 14 AWG 1/4 1.06 0.50 0.50 0.09

99002 28TR 14 AWG 1/4 1.16 0.50 0.55 0.1
99003E 1/0 STR 14 AWG 1/4 1.46 0.63 0.79 0.19

99003 1/0 STR 14 AWG 1/4 1.46 0.63 0.79 0.19

99004 2/0 8TR 14 AWG 1/4 1.46 0.63 0.79 0.19
99004A 2/0 STR 14 AWG 1/4 2.00 0.63 0.79 0.19
990048 3/0 TR 6 STR 1/4 1.80 0.80 0.90 0.25
99005B 3/0 STR 8 STR 5/16 2.00 0.94 Ll 0.25

99005 250 MCM 6 STR 5/16 2.00 0.94 1.12 0.25

99006 300 MCM 6 STR 5/16 2.00 0.86 112 0.25
990068 300 MCM 6 STR 5/16 2.00 0.94 112 0.25
99006E 300 MCM 6 STR 5/16 2.00 0.94 )l 025

99007 350 MCM 6 STR 3/8 225 1.26 1:25 0.25

99008 500 MCM 4 STR 3/8 2.82 1.50 1.57 0.32

99009 600 MCM 28TR 3/8 3.19 1.50 157 0.44

99010 800 MCM 300 MCM 5/8 3.37 17S 1.94 0.50

99011 1000 MCM 500 MCM 5/8 3.37 1.75 1.94 0.50




MECHANICAL CONNECTORS

ALUMINUM SINGLE BARREL CONNECTORS - ONE HOLE MOU
WITH ANTI ROTATION

« Manufacutred from high strength aluminum alloy

« Electro- Tin plated for low contact resistance and
protection against corrosion when used with copper wire

« Dual rated for copper and aluminum conductors

« cULus 4868 listed

« CSA 22.2 certified

« Rated 600 Volts / 90°C

99001-AR 4STR 14 AWG 1/4 1.06 0.50 0.50 0.09

99001B-AR 6 STR 14 AWG 1/4 1.06 0.50 0.50 0.09

99002-AR 28TR 14 AWG 1/4 1.16 0.50 0.55 0.11
99003-AR 1/0 STR 14 AWG 1/4 1.46 0.63 0.79 0.19 N
99004-AR 2/0 STR 14 AWG 1/4 1.46 0.63 0.95 0.19 1
99004B-AR 3/0 STR 6 STR 1/4 1.80 0.80 0.95 0.25 E
99005B-AR 3/0 STR 8 STR 5/16 2.00 0.94 142 0.25 O
99005-AR 250 MCM 6 STR 5/16 2.00 0.94 1.12 0.25 %
99006-AR 300 MCM 6 STR 5/16 2.00 0.94 1.3 0.25 pa
99006B-AR 300 MCM 6 STR 5/16 1.94 0.94 gtz 0.25 O
99007-AR 350 MCM 6 STR 112 2.25 1.25 1.5 0.25 (_'IJ
99008-AR 500 MCM 28TR 1/2 2.82 1.50 157 0.32 e
99009-AR 600 MCM 2STR 3/8 3.19 1.50 1.57 0.44 O
99010-AR 800 MCM 300 MCM 5/8 337 1.75 1.94 0.50 -
99011-AR 1000 MCM 500 MCM 5/8 3.37 1.75 1.94 0.50 ;::
« Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size. c@us @ 8
=




FQD MECHANICAL CONNECTORS

MECHANICAL CONNECTORS

UMINUM SINGLE BARREL CONNECTORS - TWO HOLE MOUNT

» Manufacutred from high strength aluminum alloy
= Electro- Tin plated for low contact resistance and
protection against corrosion when used with

. e I
copper wire '
= Dual rated for copper and aluminum
conductors
» cULus 4868 listed
« CSA 22.2 certified
» Rated 600 Volts / 90°C
99004A 2/0 STR 14 AWG 1/4 2.00 0.63 0.79 0.19
99005A 250 MCM 6 STR 5/16 3.00 0.94 1.12 0.25
99006A 300 MCM 6 STR 5/16 3.00 0.94 1.12 0.25
99007A 350 MCM 6 STR 1/2 3.97 1.25 1.25 0.31
99008A 500 MCM 4 STR 1/2 422 1.50 1.57 0.32
99009A 600 MCM 2 STR 1/2 4.22 1.50 1.57 0.44
99010A 800 MCM 300 MCM 1/2 462 1.75 1.94 0.50
99011A 1000 MCM 500 MCM 1/2 462 1.75 1.94 050
« Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size. C@US @

ALUMINUM SINGLE BARREL CONNECTORS - TWO HOLE
(SWITCHGEAR) MOUNT

= Manufacutred from high strength aluminum alloy

» Electro- Tin plated for low contact resistance and
protection against corrosion when used with
copper wire T

« Dual rated for copper and aluminum !
conductors

« cULus 486B listed

» CSA 22.2 certified

- Rated 600 Volts / 90°C

99005A-SM 250 MCM 6 STR 5116 3.00 0.94 1.12 0.25
99007A-SM 350 MCM 6 STR 1/2 3.97 117259) 1.25 0.31
99008A-SM 500 MCM 4 STR 1/2 422 1.50 1.57 0.32

« Part number with suffix :- 1/4, 5 /16, 3/8,1/2, 5/8, for mounting stud holes size. C@US @,




MECHANICAL CONNECTORS POD

ALUMINUM SINGLE BARREL TWO ROW CONNECTOR —
TWO HOLE MOUNT

« Manufacutred from high strength aluminum alloy

*» Electro- Tin plated for low contact resistance and |
protection against corrosion when used with T
copper wire

* Dual rated for copper and aluminum
conductors

* cULus 486B listed

+ CSA 22.2 certified

* Rated 600 Volts / 90°C

99007-DS 350 MCM 6 STR 1/2 5.25 1.25 1.25 0.25
99008A-DS | 500 MCM 2 STR 1/2 5.75 1.50 1.57 0.32
99009-DS 600 MCM 28TR 112 5.75 1.50 157 0.44
99010-DS 800 MCM 300 MCM 1/2 5.75 s 1.94 0.50
99011-DS-14 | 1000 MCM 500 MCM 1/2 5.75 1.75 1.94 0.50
« Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size. 0@“8 @

ALUMINUM SINGLE BARREL TWO ROW CONNECTOR - TWO HOLE
(SWITCHGEAR) MOUNT

« Manufacutred from high strength aluminum alloy
* Electro- Tin plated for low contact resistance and

MECHANICAL CONNECTORS

protection against corrosion when used with :1

copper wire '
* Dual rated for copper and aluminum

conductors

* cULus 4868B listed
+ CSA 22.2 certified
» Rated 600 Volts / 90°C

99009- SMDS 600 MCM 28TR 1/2 5.75 1.50 1.87 0.44
99010- SMDS 800 MCM 300 MCM 1/2 5.75 5.75 1.94 0.50
99011- SMDS 1000 MCM 500 MCM 172 5.75 5.75 1.94 0.50

« Part number with suffix :- 1/4, 5 /16, 3/8,1/2, 5/8, for mounting stud holes size. c@us @,
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MECHANICAL CONNECTORS

MECHANICAL CONNECTORS

ALUMINUM SINGLE BARREL CONNECTORS I-BEAM STYLE
ONE HOLE MOUNT

* Manufacutred from high strength aluminum alloy
» Electro- Tin plated for low contact resistance and
protection against corrosion when used with copper wire

* Dual rated for copper and aluminum conductors
* cULus 4868 listed
« CSA 22.2 certified
* Rated 600 Volts / 90°C

99901 6 STR 14 AWG 1/4 1.06 0.50 0.49 0.09
99902 4 STR 14 AWG 1/4 1.06 0.50 0.49 0.09
99903 28TR 14 AWG 1/4 1.16 0.50 0.55 0.10
99904 1/0 STR 14 AWG 1/4 1.31 0.62 0.78 0.16
99905 2/0 STR 14 AWG 1/4 1.47 0.63 0.78 0.19
99905A 4/0 STR 6 STR 5/16 2.00 0.88 1.09 022
99906 250 MCM 6 STR 5/16 2.00 0.88 1.09 022
99907 300 MCM 6 STR 3/8 2.00 1.00 1.13 0.25
99908 350 MCM 4 8TR 5/16 225 1.00 1.19 0.25
99909 500 MCM 4 STR 3/8 2.80 1.25 1.44 0.31
99910 600 MCM 28TR 3/8 2.80 1.43 1.56 0.31
99911 750 MCM 1/0 STR 5/8 3.19 1.43 1.56 0.44
99912 1000 KCMIL 300 MCM 1/2 3.50 1.62 1.94 0.44

« Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

s &

ALUMINUM SINGLE BARREL CONNECTORS I-BEAM STYLE
ONE HOLE MOUNT WITH ANTI ROTATION

» Manufacutred from high strength aluminum alloy

* Electro- Tin plated for low contact resistance and
protection against corrosion when used with copper wire &

« Dual rated for copper and aluminum conductors
* cULus 486B listed
« CSA 22.2 certified
» Rated 600 Volts / 90°C

)
o W

99901-AR 6 STR 14 AWG 1/4 1.06 0.50 0.49 0.09
99902-AR 4 STR 14 AWG 1/4 1.06 0.50 0.49 0.09
99903-AR 28TR 14 AWG 1/4 1.16 0.50 0.55 0.10
99904-AR 1/0 STR 14 AWG 1/4 1.31 0.63 0.78 0.16
99905-AR 2/0 STR 14 AWG 1/4 1.47 0.63 0.78 0.19
99906-AR 250 MCM 6 STR 5/16 2.00 0.88 1.09 0.22
99907-AR 300 MCM 6 STR 3/8 2.00 1.00 1.13 0.25
99908-AR 350 MCM 4 STR 5/16 2.25 1.00 119 0.25
99909-AR 500 MCM 4 8TR 3/8 263 1.25 1.44 0.31
99910-AR 600 MCM 2STR 3/8 3.19 1.43 1.56 0.38
99911-AR 750 MCM 1/0 TR 5/8 3.19 1.43 1.56 0.44
99912-AR 1000 KCMIL 300 MCM 1/2 3.50 1.62 1.94 0.44

« Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

B @
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MECHANICAL CONNECTORS

ALUMINUM SINGLE BARREL CONNECTORS I-BEAM STYLE
TWO HOLE MOUNT

<& -
S
\é b

* Manufacutred from high strength aluminum alloy

* Electro- Tin plated for low contact resistance and
protection against corrosion when used with
copper wire

» Dual rated for copper and aluminum
conductors

» cULus 4868B listed

« CSA 22 .2 certified

» Rated 600 Volts / 90°C

99908A 350 MCM 48TR 3/8 4.25 1.00 1.19 0.25
99909A 500 MCM 4STR 3/8 4.59 1.25 1.44 0.31
99910A 600 MCM 48TR 1/2 459 1.25 156 0.38
99911A 750 MCM 1/0 STR 5/8 4.62 1.43 1.56 0.44

99912A 1000 KCMIL 300 MCM 112 4.62 1.63 1.94 0.44 gé

» Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size. G@US @ E
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ALUMINUM SINGLE BARREL CONNECTORS I|-BEAM STYLE 3:'

TWO HOLE (SWITCHGEAR) MOUNT )

» Manufacutred from high strength aluminum alloy <Zt

= Electro- Tin plated for low contact resistance and L

protection against corrosion when used with i 8

COpper wire ' =

» Dual rated for copper and aluminum

conductors
« cULus 486B listed
* CSA 22.2 certified
» Rated 600 Volts / 90°C

99908-SM 350 MCM 4 STR 3/8 425 1.00 1.19 0.25
99909-SM 500 MCM 4 STR 3/8 4.59 1.25 1.44 0.31
99910-SM 600 MCM 4 8TR 172 4.59 1.25 1.56 0.38
99911-SM 750 MCM 1/0 STR 5/8 4.62 1.43 1.56 0.44
99912-SM 1000 KCMIL 300 MCM 172 462 1.63 1.94 0.44

» Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

s &




MECHANICAL CONNECTORS

MECHANICAL CONNECTORS

INUM SINGLE BARREL TWO ROW CONNECTORS I-BEAM STYLE
TWO HOLE MOUNT

« Manufacutred from high strength aluminum alloy

+ Electro- Tin plated for low contact resistance and I
protection against corrosion when used with T
copper wire 1

« Dual rated for copper and aluminum
conductors

« cULus 486B listed

+ CSA 22.2 certified

« Rated 600 Volts / 90°C

99908DS 350 MCM 4 8TR 1/2 5.25 1.00 1.19 0.25
99909DS 500 MCM 4 STR 3/8 575 1.50 1.56 0.38
99910DS 600 MCM 4 8TR 1/2 5.75 1.50 1.56 0.38
99911DS 750 MCM 1/0 STR 5/8 6.20 1.43 1.56 0.44
99912DS 1000 KCMIL 300 MCM 172 6.20 163 1.94 0.44

= Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

B @

ALUMINUM SINGLE BARREL TWO ROW CONNECTORS |-BEAM STYLE
TWO HOLE (SWITCHGEAR) MOUNT

« Manufacutred from high strength aluminum alloy

« Electro- Tin plated for low contact resistance and ;
protection against corrosion when used with -
copper wire !

* Dual rated for copper and aluminum
conductors

* cULus 4868 listed

« CSA 22.2 certified

« Rated 600 Volts / 90°C

99908-SMD25 350 MCM 4 §TR 1/2 5.25 1.00 1.19 0.25
98909-SMD2S 500 MCM 4 STR 3/8 5.75 1.50 1.56 0.31
99910-SMD2S 600 MCM 4 8TR 1/2 5.75 1.50 1.56 0.38
99911-SMD2S 750 MCM 1/0 STR 5/8 6.20 1.43 1.56 0.44
99912-SMD2S | 1000 KCMIL 300 MCM 1/2 6.20 1.63 1.94 0.44

« Part number with suffix ;- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

c@es @




MECHANICAL CONNECTORS
ALUMINUM TWO BARREL CONNECTORS - ONE HOLE MOUNT

« Manufacutred from high strength aluminum alloy
* Electro- Tin plated for low contact resistance and
protection against corrosion when used with

copper wire

» Dual rated for copper and aluminum

conductors

* cULus 486B listed
« CSA 22.2 certified
+ Rated 600 Volts / 90°C

99012 1/0 8TR 14 AWG 1/4 1.46 1.22 0.79 0.19
99013 2/0 STR 14 AWG 1/4 1.46 22 0.79 0.19
99014 250 KCMIL 6 STR 3/8 2.56 1.66 1.18 0.25
99015 350 MCM 6 STR 1/2 2.87 1.91 1.22 0.25
99016 600 MCM 28TR 1/2 3.20 2.40 1.57 0.44
99017 750 MCM 300 KCMIL 5/8 3.35 3.19 1.94 0.50
99018 1000 KCMIL 500 KCMIL 5/8 3.37 3.19 1.94 0.50

« Part number with suffix - 2-4 mounting holes

« Part number with suffix - 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

ALUMINUM TWO BARREL CONNECTORS - TWO HOLE MOUNT

* Manufacutred from high strength aluminum alloy
« Electro- Tin plated for low contact resistance and
protection against corrosion when used with

copper wire

» Dual rated for copper and aluminum

conductors

* cULus 486B listed
+ CSA 22.2 certified
» Rated 600 Volts / 90°C

99013A 2/0 STR 14 AWG 1/4 2.30 1.22 0.79 0.19
99014A 250 KCMIL 6 STR 3/8 412 1.66 118 0.25
99018A 1000 KCMIL 500 KCMIL 1/2 4.62 3.19 1.94 0.50
99027 350 MCM 6 STR 1/2 413 1.91 1.22 0.31
99028 600 MCM 4 STR 1/2 422 2.40 1.57 0.44
99029 750 MCM 350 KCMIL 1/2 4.62 3.19 1.94 0.50

* Part number with suffix - 2-4 mounting holes

* Part number with suffix - 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

MECHANICAL CONNECTORS




MECHANICAL CONNECTORS

MECHANICAL CONNECTORS

MINUM TWO BARREL CONNECTORS TWO ROW CONNECTORS
TWO HOLE MOUNT

» Manufacutred from high strength aluminum alloy
* Electro- Tin plated for low contact resistance and
protection against corrosion when used with
copper wire I‘
* Dual rated for copper and aluminum conductors
* cULus 4868 listed
« CSA 22.2 certified
« Rated 600 Volts / 90°C

® e

-

s
99027-DS 350 MCM 6 STR 1/2 515 1.91 1.22 0.31
99028A 600 MCM 4 STR 1/2 5.88 2.40 1.62 0.44
99029-DS 750 MCM 300 KCMIL 1/2 562 3.19 1.94 0.50
99029A 1000 KCMIL 350 KCMIL 1/2 5.75 3.56 1.94 0.50

» Part number with suffix :- 2-4 mounting holes
» Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

oGus &

ALUMINUM TWO BARREL TWO ROW CONNECTORS
FOUR HOLE MOUNT

* Manufacutred from high strength aluminum alloy

* Electro- Tin plated for low contact resistance and
protection against corrosion when used with
copper wire 1

* Dual rated for copper and aluminum 1
conductors

* cULus 4868 listed

* CSA 22.2 certified

« Rated 600 Volts / 90°C

99027-Ds-4 2S8TR 14 AWG 1/4 2.30 1.22 0.79 0.19
99029-DS-4 250 KCMIL 6 STR 3/8 4.12 1.66 1.19 0.25
99029A-4 1000 KCMIL 500 KCMIL 112 4.62 3.19 1.94 0.50

» Part number with suffix :- 2-4 mounting holes

* Part number with suffix - 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.




MECHANICAL CONNECTORS

ALUMINUM TWO BARREL CONNECTORS TWO ROW CONNECTO
TWO HOLE MOUNT

* Manufacutred from high strength aluminum alloy
* Electro- Tin plated for low contact resistance and
protection against corrosion when used with
copper wire :
» Dual rated for copper and aluminum conductors 1
« cULus 486B listed
* CSA 22.2 certified
» Rated 600 Volis / 90°C

@D

A,
99027-DS-6 28TR 14 AWG 1/4 2.30 1.22 0.79 019
99029-DS-6 250 KCMIL 6 STR 3/8 4.12 1.66 1] 025
99029A-6 1000 KCMIL 500 KCMIL 1/2 4.62 3.19 1.94 0.50

oCus G

* Part number with suffix ;- 2-4 mounting holes
« Part number with suffix :- 1/4, 5/16, 3/8,1/2, 5/8, for mounting stud holes size.

MECHANICAL CONNECTORS
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