


F@D COPPER COMPRESSION LUG

— SHORT BARREL ONE HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

SHORT BARREL TONGUE SHORT FLARED BARREL
FOR ONE HOLE TONGUE FOR ONE HOLE
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COPPER COMPRESSION LUG

SHORT BARREL ONE HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

» Manufactured from high conductivity seamless copper tubing .
« Tin platting for corrosion resistance .

= Inspection hole to ensure full cable insertion L

» Color coded die index and crimp mark .

« Connectors suitable for application with upto 35 KV

* Rated 600 Volts / 90°C

= cULus 486A listed, CSA 22.2 certified.
« Prefix ‘F’ for flare entry (bell Mount).

= Suffix ‘NT’ for nerrow tongue .

= Prefix ‘BT’ for blank tongue.
« Prefix ‘BTF’ blank tongue flared barrel.

PARTNo CUCOMPACT EXPANDED DLO & FLEX DIMENSIONARE IN INCHES
CLASSB,C,K RANGE CLASSH,GM sTUuD SIZE Ik Al W
98001 #10 1.20 0.49 0.42 0.08
98002 1/4 1.20 0.49 0.42 0.08
8 - 8 RED
98002A 5116 1.24 0.49 0.49 0.06 -
980028 3/8 1.28 0.49 0.56 0.05 o
98003 #10 1.50 0.71 0.42 0.08 8
98004 . & . 1/4 1.50 0.71 0.42 0.08 BLUE O
98005 516 1.50 0.71 0.49 0.07 I-Iz-l
98005A 3/8 1.50 0.71 057 0.05 >
98006 #10 1.50 0.71 0.49 0.08 @)
98008 1/4 1.50 0.71 0.49 0.08 O
98009 4 di 5 516 1.50 0.71 0.49 0.08 GRAY g
98010 38 1.50 0.71 0.56 0.07 =
98010A 1/2 1.50 0.71 0.67 0.05 7))
980108 1/4 1.80 0.83 050 0.09 ’&'
98010C 5 s " 5/16 1.80 0.83 055 0.09 | wmiTe o
98010D : 3/8 1.80 0.83 059 0.08 =
98010E 1/2 1.80 0.83 0.71 0.07 8
98011 1/4 1.80 0.83 0.60 0.10
98012 . 515 " 5116 1.80 0.83 0.60 B0 | Baaiial
98013 3/8 1.80 0.83 0.60 0.10
98013A 1/2 1.80 0.83 0.71 0.08
98014 1/4 1.83 0.83 0.67 0.11
98015 ' e 5 5/16 1.83 0.83 0.67 01 | GREEN
98016 3/8 1.83 0.83 0.67 0.11
98016A 1/2 1.83 0.83 0.71 0.10
98017 1/4 1.83 0.83 074 0.13
98018 5116 1.83 0.83 074 0.13
1/0 1/0- 6 1
98019 3/8 1.83 0.83 074 0.13
98019A 1/2 1.83 0.83 074 0.13
98020 1/4 2.24 0.94 0.81 0.12
98021 5116 2.24 0.94 0.81 0.12
2/0 200- 4 110 BLAGH
98022 3/8 2.24 0.94 0.81 0.12
98023 1/2 2.24 0.94 0.81 0.12

» Connector with prefix letter ‘P’ stand for the no’s with inspection window.




COMPRESSION CONNECTORS

PART NO

COPPER COMPRESSION LUG

SHORT BARREL ONE HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

DIMENSION ARE IN INCHES

CU COMPACT EXPANDED DLO &FLEX

CLASS B, C, K RANGE CLASSH,G M STUD SIZE L Al W
98024 1/4 2.36 098 0.90 0.13
98025 - S 5 5/16 236 098 0.90 I -ce
98026 38 2.36 0.98 0.90 0.13
98027 112 2.36 098 0.90 0.13
98028 1/4 2.36 098 1.00 0.13
98029 o o . 5/16 2.36 098 1.00 L -
98030 358 2.36 098 1.00 0.13
98031 112 236 098 1.00 0.13
98032 - T - 3/8 2.48 1.06 1.09 015 | vELLOW
98033 112 2.48 1.06 1.09 0.15
98034 - 40 1/2 2.48 1.06 1.19 0.15
98035 — 5/8 2.80 1.06 119 015 | WHITE
98036A 3/8 2.60 110 1.28 017
98036 a6i S5 i 112 2,60 1.10 128 017
98037 5/8 2.91 1.10 1.28 017 RED
98038 . i - 112 311 118 139 0.18 ——
98039 5/8 311 118 139 0.18
98040 55 o 400 112 3.27 1.38 154 T o
98041 5/8 3.27 1.38 154 0.22
98042 - _— 58 5/8 3.50 150 172 I e
98042A 112 3.50 150 172 0.25
98042B - —— B 5/8 437 1.85 178 0.27
98042C 112 437 1.85 178 0.27
98043 i - - 5/8 437 185 1.90 T o
98043A 112 437 1.85 1.90 0.27
98043B 1006 1000 750 800 5/8 4.43 1.91 318 033 | wurme
98043C 112 4.43 1.91 318 033

» Connector with prefix letter ‘P’ stand for the no’s with inspection window.
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COPPER COMPRESSION LUG I%

LONG BARREL ONE HOLE TONGUE C—
WITH AND WITHOUT INSPECTION WINDOW

LONG BARREL TONGUE LONG FLARED BARREL
FOR ONE HOLE TONGUE FOR ONE HOLE

98X XX FO8XXX 2
LONG BARREL NARROW LONG BARREL BLANK E
TONGUE FOR ONE HOLE TONGUE O
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COPPER COMPRESSION LUG

EE— LONG BARREL ONE HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

« Manufactured from high conductivity seamless copper tubing .

« Tin platting for corrosion resistance .

« Inspection hole to ensure full cable insertion 47
« Color coded die index and crimp mark .

» Connectors suitable for application with upto 35 KV

* Rated 600 Volts / 90°C ' o
» cULus 486A listed, CSA 22.2 certified. J
* Prefix ‘F’ for flare entry (bell Mount). \/
« Suffix ‘NT' for nerrow tongue . <

S

* Prefix ‘BT’ for blank tongue.
« Prefix ‘BTF’ blank tongue flared barrel.

PARTNO CUCOMPACT EXPANDED DLO & FLEX DIMENSIONARE IN INCHES
CLASS B, C, K RANGE CLASSH G M STUD SIZE L Af W
98064 1/4 152 0.81 0.42 0.08
98064A 8 - 8 #10 152 0.81 0.42 0.08 RED
0 980648 3/8 159 0.81 0.57 0.05
x 98065 1/4 r 0.98 0.42 0.08
O 98065A 6.8 38 1.91 0.98 0.59 0.05
= 6 2 7 BLUE
(®) 980658 5116 1.91 0.98 0.51 0.07
% 98065C #10 197 0.98 0.42 0.08
Z 98066 1/4 17T 0.98 0.49 0.09
O 98066A 38 1.91 0.98 0.59 0.07
(&) 4 4-6 5 GRAY
- 980668 5116 177 0.98 0.49 0.09
o 98066C #10 177 0.98 0.49 0.09
D 98066D #10 207 1.10 0.50 0.09
7)) 98066E 174 207 1.10 0.50 0.09 o
(1] 3 o 4 WHIT E
o 98066F 5116 207 1.10 0.55 0.09
o 98066G 3/8 207 1.10 0.59 0.08
g 98067 5116 207 1.10 0.60 0.10
O 98067A 38 207 1.10 0.60 0.10
2 2-6 3 BROWN
980678 1/4 207 1.10 0.60 0.10
98067C #10 207 1.10 0.60 0.10
98068 5116 2.11 1.10 0.67 0.11
98068A 1 1-6 2 38 2,21 1.10 0.67 0.1 GREEN
980688 #10 2.11 1.10 0.67 0.11
98069 5116 221 1.20 0.74 0.13
98069A #10 221 1.20 0.74 0.13
98069B 1/4 2.21 1.20 0.74 0.13
1/0 1/0-6 1
98070 3/8 221 1.20 0.74 0.13
98070A 1/2 2,50 1.20 0.74 0.13
98070B 516 268 1.38 0.81 0.12
98071 3/8 268 1.38 0.81 0.12
98071A 2/0 200-4 1/0 1/2 268 1.38 0.81 0.12 BLACK
98071B 1/4 268 1.38 0.81 0.13
98072 1/2 2.80 1.42 0.90 0.13
98072A 3/0 3/0-2 2/0 3/8 2.80 1.42 0.90 0.13 | ORANGE
98072B 1/4 2.80 1.42 1.00 0.13

= Connector with prefix letter ‘P’ stand for the no’s with inspection window.



COPPER COMPRESSION LUG I%

LONG BARREL ONE HOLE TONGUE —
WITH AND WITHOUT INSPECTION WINDOW

PARTNO CUCOMPACT EXPANDED DLO & FLEX DIMENSION ARE IN INCHES
CLASS B, C, K RANGE CLASSH, G M STUD SIZE L Al W
98073 1/2 2.80 1.42 1.00 013
PURPLE
98073A 4/0 400 - 1 3/0 3/8 2.80 1.42 1.00 013
980738 1/4 3.03 1.59 1.09 015
98074 1/2 3.03 1.59 1.09 0.15
250 250-1/0 3/0 YELLOW
98074A 3/8 3.39 1.95 1.19 0.15
98075 300 300 - 2/0 4/0 1/2 3.46 1.97 1.28 017 WHITE
98076 1/2 3.46 1.97 1.28 017
350 350 - 3/0 250 RED
98076A 5/8 3.86 1.99 1.39 0.18
98077 1/2 3.86 1.99 1.39 0.18
400 400 - 4/0 350 BLUE
98078 5/8 413 2.26 154 0.22
98079 1/2 413 2.26 154 0.22
500 500 - 250 400 BROWN
98080 5/8 425 2.26 1.72 0.25
98081 600 600 - 250 450 5/8 516 2.64 177 0.27 GREEN
98081A 1/2 5.16 2.64 L7 0.27
700 700 - 500 -
980818 5/8 5.16 2.64 1.90 0.27
98082 1/2 5.16 2.64 1.90 0.27
750 750 - 500 600 BLACK
98082A 5/8 516 264 1.90 0.27
980828 1/2 567 3.15 218 033 .
1000 1000 - 750 800 WHITE
98082C 5/8 5.67 3.15 2.18 0.33
« Connector with prefix letter ‘P’ stand for the no’s with inspection window. C@US (sp:

COMPRESSION CONNECTORS




Iﬂ: COPPER COMPRESSION LUG

— SHORT BARREL TWO HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

SHORT BARREL SHORT FLARED BARREL
TONGUE FOR TWO HOLE TONGUE FOR TWO HOLE
98X XX F98XXX
SHORT BARREL NARROW SHORT BARREL BLANK
TONGUE FOR TWO HOLE TONGUE
98XXXNT BT98XXX

SHORT FLARED BARREL
BLANK TONGUE

COMPRESSION CONNECTORS

BTF98XXX




COPPER COMPRESSION LUG I%
SHORT BARREL TWO HOLE TONGUE E————

WITH AND WITHOUT INSPECTION WINDOW

SHORT BARREL TONGUE SHORT FLARED
WITH BREAK AWAY BARREL TONGUE WITH
FOR TWO HOLE BREAK AWAY FOR TWO HOLE
BA98BXXX BAF98XXX
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F@D COPPER COMPRESSION LUG

— SHORT BARREL TWO HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

+ Manufactured from high conductivity seamless copper tubing .
« Tin platting for corrosion resistance .

* Inspection hole to ensure full cable insertion

+ Color coded die index and crimp mark .

« Connectors suitable for application with upto 35 KV =~ 4,

* Rated 600 Volts / 90°C

« cULus 486A listed, CSA 22.2 certified.

« Prefix ‘F’ for flare entry (bell Mount).

« Suffix ‘NT' for nerrow tongue .

* Prefix ‘BT’ for blank tongue.

« Prefix ‘BTF’ blank tongue flared barrel.

* Prefix ‘BA’ for braak away.

» Suffix ‘BAF’ for braak away flared barrel.

« Prefix ‘ST’ for slotted tonguee.

* Prefix ‘STF’ for slotted tongue flared barrel.

* Prefix ‘STBA' for slotted tongue with braak away.
« Suffix ‘STBAF’ for slotted tongue with braak away flared barrel.

COMPRESSION CONNECTORS

PARTNO CUCOMPACT EXPANDED DLO & FLEX DIMENSION ARE IN INCHES COLOR
CLASSB,C,K RANGE CLASSH,G,M sTuD sSIZE L Ad W C CODE
98044 #10 182 | 044 | 042 | 008 | 063
98044A 8 - 8 1/4 182 | 044 | 042 | 008 | 063 | RED
980448 3/8 237 | 044 | 056 | 005 | 1.00
98045 1/4 209 | 071 | 042 | 008 | 063
98045A 6-8 1/4 264 | 071 | 042 | 008 | 1.0
6 7 BLUE
980458 3/8 264 | 071 | 057 | 006 | 1.00
98045C #10 220 | 071 | 042 | 008 | 075
98046 1/4 209 | 071 | 049 | 009 | 063
98046A 1/4 268 | 075 | 049 | 009 | 1.00
4 4-6 5 GRAY
980468 3/8 268 | 075 | 057 | 007 | 1.00
98046C 5116 268 | 075 | 055 | 009 | 1.00
98046D 1/4 224 | 083 | 055 | 009 | 063
98046E 1/4 280 | 083 | 050 | 009 | 1.00 -
3 3-6 4 WHITE
98046F 3/8 280 | 083 | 059 | 008 | 1.00
98046G 5116 260 | 083 | 055 | 009 | 075
98047 5116 260 | 083 | 060 | 010 | 075
98047A 1/4 224 | 083 | 060 | 010 | 063
980478 3/8 280 | 083 | 060 | 010 | 1.00
2 2-6 3 BROWN
98047C 1/4 236 | 083 | 060 | 010 | 075
98047D 1/4 280 | 083 | 060 | 010 | 1.00
98047E 1/2 398 | 083 | 060 | 010 | 1.75
98048 1/4 228 | 083 | 067 | 011 | 063
98048A 1 5/16 283 | 083 | 067 | 011 | 1.00
1-6 2 GREEN
980488 3/8 283 | 083 | 067 | 011 | 1.00
98049 5/16 264 | 083 | 074 | 013 | 087
98049A 1/4 240 | 083 | 074 | 013 | 075
98050 1/0 1/0-6 1 3/8 283 | 083 | 074 | 013 | 1.00
98050A 112 402 | 083 | 074 | 013 | 175

« Connector with prefix letter ‘P’ stand for the no’s with inspection window.




COPPER COMPRESSION LUG

SHORT BARREL TWO HOLE TONGUE
WITH AND WITHOUT INSPECTION WINDOW

PARTNO CUCOMPACT EXPANDED DLO & FLEX DIMENSION ARE IN INCHES
CLASSB,C,K RANGE CLASSH,G M STUD SIZE B A1 W c
98051 3/8 299 | 094 | 081 | 012 1.00
98051A 1/4 256 | 094 | 081 | 012 | 075
2/0 2/0-4 1/0 BLACK
98051B 5116 280 | 094 | 081 | 012 | 087
98052 1/2 417 | 094 | 081 | 012 1.75
98053 112 429 | 098 | 090 | 013 1.75
98053A 3/0 3/0-2 2/0 3/8 311 | 098 | 090 | 013 1.00 | ORANGE
98053B 5/16 311 | 098 | 090 | 0.13 1.00
98054 1/2 429 | 098 | 100 | 013 1.75
98055 3/8 311 | 098 | 1.00 | 013 1.00
400 4/0 - 1 3/0 PURPLE
980558 5/16 256 | 098 | 1.00 | 013 | 063
98055A 1/4 311 | 098 | 1.00 | 0.13 1.00
98056 1/2 441 | 106 | 109 | 015 1.75
98056A 250 250 - 1/0 3/0 3/8 323 | 1.06 | 1.09 | 015 1.00 | YELLOW
980568 112 323 | 106 | 109 | 015 1.75 n
98057 300 300 - 2/0 4/0 112 441 | 106 | 119 | 015 175 | WHITE o
98058 12 453 | 110 | 128 | 047 1.75 O
350 350 - 3/0 250 RED =
98058A 3/8 335 | 110 | 128 | 017 1.00 QO
98059 400 400 - 4/0 350 112 469 | 118 | 139 | 0.18 1.75 BLUE "'ZJ
98060 112 488 | 138 | 154 | 022 1.75 Z
500 500 - 250 400 BROWN
98060A 3/8 370 | 138 | 154 | 022 1.00 @)
98061 3/8 504 | 150 | 172 | 025 1.75 O
600 600 - 250 450 GREEN zZ
98062 3/8 504 | 150 | 172 | 025 1.75 o)
98062A 5/8 551 | 185 | 178 | 027 1.75 D
700 700 - 500 -
980628 1/2 551 | 185 | 178 | 027 1.75 (7))
98063 112 551 | 185 | 190 | 027 1.75 '5.':"
750 750 - 500 600 BLACK
98063A 5/8 551 | 185 | 190 | 027 1.75 o
980638 112 557 | 191 | 219 | 032 1.75 =
1000 1000 - 750 800 WHITE (@)
98063C 5/8 557 | 191 | 219 | 032 1.75 O

« Connector with prefix letter ‘P’ stand for the no’s with inspection window. C@US @
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