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GROUND ROD CLAMP

* Manufactured from high strength cast copper alloy
 Suitable for direct burial application in earth & concrete
« Connects copper conductor to ground rod & rebar

» cULus 467 listed

* Rated 600 Volts / 90°C

e CONDUCTOR RANGE e RAR e — DIMENSIONS ARE IN INCHES
CU MAX CU MIN L
OE-3/8 DB 2AWG 10 AWG — 38 1.06 0.43
OE-1/2 2AWG 10 AWG 3/8 1/2 1.18 0.61
* OEC 58L DB 2 AWG 10 AWG 3/8 & 1/2 5/8 1.31 0.61
OE-5/8 DB 1/0 AWG 10 AWG 1/2 5/8 1.45 0.59
OE-3/4 DB 1 8TR 10 AWG 1/2 & 5/8 3/4 1.51 0.59
OE-1 DB 4/0 STR 8 SOL 1/2 & 5/8 1 1.50 0.78
Applicable for steel & galvanized rod c@us @

GROUNDING

GROUND ROD CLAMP

» Manufactured from high strength cast copper alloy

- Suitable for direct burial application in earth & concrete
« Connects copper conductor to ground rod & rebar

» cULus 467 listed

» Rated 600 Volts / 90°C

CONDUCTOR RANGE DIMENSIONS ARE IN INCHES
PART NO REBAR SIZE ROD SIZE
CU MAX CU MIN
OE-MRC 1/0 AWG 10 AWG 1/2 & 5/8 1/2&5/8 ,3/4 0.85 1.25
* OEC MRCH 1/0 AWG 10 AWG 1/2 & 5/8 1/2&5/8 , 3/4 0.85 1.07

Applicable for steel & galvanized rod C®US @




GROUNDING

GROUND PIPE CLAMP

« Manufactured from high strength cast copper alloy

« Supplied with steel screw plated for corrosion resistance
« Designed to connect grounding conductor to water

pipe, ground rod and copper water tubing & rebar
* OE-01DB & OE-02DB are suitable for direct burial

with stainless steel or bronze screw (application in

earth & concrete)
* cULus 467 listed

CONDUCTOR RANGE

DIMENSIONS ARE IN INCHES

PART NO PIPE SIZE IN INCHES
CU MAX CU MIN L w H
OE-01 28TR 10 STR 112 -1 217 0.61 2.48
OE-02 2S8TR 10 STR 1-1/4 -2 3.60 0.71 3.94
OE-01DB 2S8TR 10 STR 1/2-1 217 0.61 250
OE-02DB 2 8TR 10 STR 1-1/4 -2 2 0.61 250

GROUND PIPE CLAMP WITH BRASS SCREW

« Manufactured from high strength cast copper alloy
« Designed to connect grounding conductor to water
pipe, ground rod and copper water tubing & rebar
*» cULus 467 listed”

CONDUCTOR RANGE

DIMENSIONS ARE IN INCHES

PART NO PIPE SIZE IN INCHES

CU MAX CU MIN J& W H
OE-01B 28TR 10 SOU/STR 172 -1 217 0.61 2.48
OE-02B 2 8TR 10 SOL/STR 1-1/4-2 3.60 0.7 3.94
OE-03SB 28TR 10 SOL/STR 2-1/4 -4 24% 0.61 250
OE-04SB 28TR 10 SOL/STR 4-1/2-6 2T 0.61 250

» Manufactured from high strength cast copper alloy

* Supplied with steel screw

« Designed to connect grounding conductor to water
pipe, ground rod and copper water tubing & rebar

GROUND PIPE CLAMP WITHOUT ADAPTER

* cULus 467 listed”

CONDUCTOR RANGE

DIMENSIONS ARE IN INCHES

PART NO PIPE SIZE IN INCHES

CU MAX CU MIN L W H
OE-01S8 28TR 10 SOL/STR 112-1 232 0.77 295
OE-028 28TR 10 SOL/STR 1-1/4 -2 3.58 0.79 3.98
OE-03S 2S8TR 10 SOL/STR 2-1/4-4 5.96 0.93 564
OE-045 2STR 10 SOL/STR 4-1/2-6 8.09 0.94 7.41
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ZAMAK PIPE CLAMPS

« Manufactured from high strength copper alloy

» Bolts & nut of hex design allows easy installation with
standard tooling

« Used for copper to copper connection

» Free running threads easy to grip wrench flats

* Provide maximum pressure and ensure secure
connection on all combinations of connectors

» cULus 486 & 467 listed

* CSA 22.2 Certified OE-01Z OE-01ZC
» Rated 600 Volts / 90°C
CONDUCTOR RANGE DIMENSIONS ARE IN INCHES
PART NO PIPE SIZE IN INCHES
MAX MIN £ H
QOE-01Z 2 STR 10 SOL/STR 1/2-1 225 1.45
OE-01ZC 2 STR 10 SOL/STR 1/2-2 2.25 1.53

o@us G

GROUND REBAR CLAMP

GROUNDING

» Manufactured from high strength copper alloy

* Designed to connect grounding conductor to water
pipe, ground rod and copper water tubing or rebar

» Connectors are suitable for direct burial application
In earth and concrete

» cULus 467 listed

» Rated 600 Volts / 90°C

CONDUCTOR RANGE DIMENSIONS ARE IN INCHES
PART NO COPPER TUBE ROD SIZE REBAR

WATER PIPE SIZE (IPS) SIZE MIN MAX L W H

OE 01DBR 1/2-1 1/4 -1 3/8-1 10 SOL 28TR 2.26 0.65 2.30

oCus &




GROUNDING
GROUND LAY IN REBAR CLAMP - PARALLEL

« Manufactured from high strength cast copper alloy
+» Designed to connect grounding conductor to water
pipe, ground rod and copper water tubing or rebar

+ Supplied with silicon bronze screw and stainless
steel screw

» Connectors are suitable for direct burial application
in earth and concrete

» cULus 467 listed

» Rated 600 Volts / 90°C

O TR ROD  REBAR CONDUCTOR RANGE  DIMENSIONS ARE IN INCHES
PARTNO  \WATER PIPE SIZE (IPS) SIZE  SIZE T T
22311A 1121 381 | 381 | 10SOL | 2STR 2.24 0.65 2.80
22313 112-1 = = 8STR | 40STR | — = =
22313A 11/42 — e 8STR | 40STR | 358 0.71 5.12
22313B 21/42 = = 8STR | 40STR | 571 0.85 3.98

GROUND LAY IN REBAR CLAMP - RIGHT ANGLE

GROUNDING

» Manufactured from high strength copper alloy

* Designed to connect grounding conductor to water
pipe, ground rod and copper water tubing or rebar

» Connectors are suitable for direct burial application
In earth and concrete

» cULus 467 listed

» Rated 600 Volts / 90°C

BART NG COPPER TUBE ROD REBAR CONDUCTOR RANGE DIMENSIONS ARE IN INCHES

WATER PIPE SIZE (IPS) SIZE SIZE MIN MAX L W H
22311B 1/2-1 3/8-1 3/8-1 10 SOL 28TR 2.24 0.67 2.46

oCus &
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GROUNDING

GROUND PIPE CLAMP WITH ADAPTOR

« Manufactured from high strength cast copper alloy
« Application included copper tapping,
Splicing / pig tailing
» cULus 467 listed
» Rated 600 Volts / 90°C

CONDUCTOR RANGE DIMENSIONS ARE IN INCHES
PART NO PIPE SIZE IN INCHES HUB SIZE

MIN MAX L w H
22301 1/2 -1 112 10 SOL 2S8TR 2.24 0.61 3M
22302 1/2 -1 3/4 10 SOL 2STR 2.24 0.61 372
22303 1/2 -1 1 10 SOL 28TR 224 0.61 3.88
22304 1/4-2 112 10 SOL 28TR 3.58 0.81 492
22305 1/4-2 3/4 10 8OL 2S8TR 3.58 0.81 215
22306 1/4-2 1 10 SOL 2STR 3.58 0.81 533

GROUND PIPE CLAMP WITH ADAPTOR

* Manufactured from high strength cast copper alloy
« Application included copper tapping,
Splicing / pig tailing
= cULus 467 listed
» Rated 600 Volts / 90°C

CONDUCTOR RANGE DIMENSIONS ARE IN INCHES
PART NO PIPE SIZE IN INCHES  HUB SIZE
MIN MAX L
22301-01 112 -1 112 10 SOL 2STR 10.01 1.07 3.15
22301-02 112 -1 3/4 10 SOL 28TR 10.31 1.27 3.31

ECONOMY CONDUIT HUBS FOR GROUND CLAMP

» Manufactured from high strength cast copper alloy
» Application included copper tapping,
Splicing / pig tailing
» cULus 467 listed
* Rated 600 Volts / 90°C

PART NO HUB SIZE
22301H 1/2
22302H 3/4
22303H 1




GROUNDING
GROUND LAY IN REBAR CLAMP

» Made from high strength cast copper alloy

+ Designed to connect grounding conductor to water
pipe ground rod, copper water tubing & rebar

» Connectors are suitable for direct burial application
in earth and concrete

* Provides maximum conductivity and strength

» cULus 467 listed

CONDUCTOR RANGE COPPER TUBE DIMENSIONS ARE IN INCHES
MAX MIN | WATER PIPE SIZE (1ps) | REBAR SIZE | ROD SIZE

22311 28TR 10 STR 1/2-1 3/8-1 112 -1 2.20 0.63 221

PART NO

HEAVY DUTY GROUND CLAMP

* Made from high strength cast copper alloy

» Designed to connect grounding conductor to water
pipe ground rod, copper water tubing & rebar

« Connectors are suitable for direct burial application
in earth and concrete

* Provides maximum conductivity and strength

» cULus 467 listed

CONDUCTOR RANGE COPPER TUBE DIMENSIONS ARE IN INCHES

PART NO REBAR SIZE ROD SIZE

MAX MIN WATER PIPE SIZE (IPS)

GROUNDING

22312 4/0 STR 8 8TR 1/2-1 3/8-1 3/8-1 2.36 0.67 2.95

GROUND CLAMP - REBAR

» Manufactured from high strength cast copper alloy

« Ground connector for joining a range of parallel
cables perpendicular

+» GC separates cable from bar

* GCM clamps cables directly on bar surface

» GC & GCM suitable for direct burial in concrete or
ground

CONDUCTOR RANGE

PART NO REBAR SIZE
MAX MIN
22314 6 STR 8 STR 3/8 1.14 0.74 0.75
22315 4 8TR 8 STR 112 1.35 0.83 081
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GROUNDING

« Manufactured from high strength cast copper alloy

« Stainless steel screws plated for corrosion resistance

» Adapters have serration that matches the serration
of ground of ground clamps

* Provides maximum conductivity and strength

» Designed to connect grounding conductor and
rigid conduit to water pipe for grounding

» cULus 467 listed

CONDUCTOR RANGE

PIPE SIZE IN INCHES

GROUND PIPE CLAMP FOR RIGID CONDUIT 360 DEGREE
SWING CONDUIT HUB

DIMENSION ARE IN INCHES

HUB SIZE IN INCHES

CU MAX CU MIN H
50031 48TR 10 8OL 1/2 -1 112 2.68 1.14 4.57
50032 4 8TR 10 SOL 1-1/4-2 1/2 3.07 1.14 5.31
50033 48TR 10 SOL 21/4-4 112 5.94 1.14 7.01
50034 2/0 STR 10 SOL 1/2 -1 3/4 217 1.14 4.00
50035 2/0 STR 10 SOL 1-1/4-2 3/4 3.48 1.24 5.41
50036 2/0 STR 10 SOL 2-1/4- 4 3/4 5.96 1.22 4.63
50037 3/0 STR 10 SOL 1/2 -1 1 247 1.48 4.20
50038 3/0 STR 10 SOL 1-1/4-2 1 3.58 1.48 5.65
50039 3/0 8TR 10 S0L 2-1/4- 4 1 5.94 1.48 7.40

ADAPTOR FOR GROUND PIPE CLAMP

» Manufactured from high strength cast copper alloy

« Stainless steel screws plated for corrosion resistance

« Adapters have serration that matches the serration
of ground of ground clamps

* Provides maximum conductivity and strength

+ Designed to connect grounding conductor and
rigid conduit to water pipe for grounding

» cULus 467 listed

PART NO CONDUCTOR RANGE COPPER TUBE
CU MAX cU MIN WATER PIPE SIZE IN INCHES
50031H 4 STR 10 SOL/STR 12
50034H 2/0 STR 10 SOL/STR 3/4
50037H 2/0 STR 10 SOL/STR 1

o@us &




BRONZE GROUND CLAMPS CONNECTORS - TYPE OGM

GROUNDING

» Manufactured from high strength high conductivity copper alloy .
« Suitable for direct burial in earth or concrete .

* lay im feature allows continuous loop wiring.

» Connects wide range of two parallel conductors .
« Separates conductors to bar surface .
» cULus 467 listed.

CONDUCTOR RANGE

DIMENSION ARE IN INCHES

PART NO BOLT DIA
MAX MIN L W H
OGM-1 4 8TR 8 SOL/STR 3/8 1.06 1.00 1.42
OGM-2 2/0 STR 4 SOL/STR 3/8 1.61 1.16 1.82
OGM-3 250 MCM 2/0 STR 1/2 1.84 1.35 207
OGM-4 500 MCM 300 MCM 1/2 2.30 1.52 250
*OGM-5 750 MCM 500 MCM 5/8 291 1.75 3.03
*OGM-6 1000 MCM 750 MCM 5/8 852 2.02 3.03

*Mark not in UL
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» Manufactured from high strength high conductivity copper alloy .

BRONZE GROUND CLAMP CONNECTORS TYPE OGMS

« Suitable for direct burial in earth or concrete .

+ lay im feature allows continuous loop wiring.

» Connects wide range of two parallel conductors .
» Separates conductors to bar surface .
» cULus 467 listed.

CONDUCTOR RANGE

DIMENSION ARE IN INCHES

PART NO BOLT DIA
MAX MIN W

OGMS-1 4 STR 8 SOL/STR 3/8 1.38 1.06 1.42
OGMS-2 2/0 STR 4 SOL/STR 3/8 1.54 1.10 1.42
OGMS-3 250 MCM 2/0 STR 1/2 1.97 1.46 2.04
OGMS-4 500 MCM 300 MCM 1/2 2.42 1.63 2.26
*OGMS-5 750 MCM 500 MCM 5/8 2.86 1.75 3.03
*OGMS-6 1000 MCM 750 MCM 5/8 3.52 202 3.03

* Mark not in UL

GROUNDING
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EE— GROUND PIPE CLAMPS WITH ADAPTER

» Manufactured from high strength cast copper alloy

- Steel screws plated for corrosion resistance

» Adapters have serration that matches the serration
of ground of ground clamps

* Provides maximum conductivity and strength

+ Designed to connect grounding conductor and
rigid conduit to water pipe for grounding

» cULus 467 listed

i CONDUCTOR RANGE COPPER TUBEI : DIMENSION ARE IN INCHES
MIN MAX WATER PIPE SIZE (IPS) L W H
50001 8 STR 4/0 STR 1/2-1 232 2.23 3.99
50002 8 STR 4/0 STR 1-1/4 -2 3.54 1.97 5.04
50003 8 STR 4/0 STR 21/4-4 5.96 1.97 6.69
50004 8 STR 4/0 STR 41/4-6 8.09 (97 8.46

@
&
@

GROUND PIPE CLAMPS WITH ADAPTER WITH
STEEL OR BRASS SCREWS

« Manufactured from high strength cast copper alloy

= Stainless steel screws plated for corrosion resistance

« Adapters have serration that matches the serration
of ground of ground clamps

* Provides maximum conductivity and strength

« Designed to connect grounding conductor and
rigid conduit to water pipe for grounding

* cULus 467 listed

GROUNDING

CONDUCTOR RANGE COPPER TUBE
PART NO MIN MAX WATER PIPE SIZE (IPS)
50001B 8 STR 4/0 STR 12 -1
50002B 8 STR 4/0 STR 1-1/4-2
50003B 8 STR 4/0 STR 21/4-4
50004B 8 STR 4/0 STR 41/4-6

s &




GROUNDING
FOR TWO COPPER CABLE TO BAR TYPE - GC

» Manufactured from high strength copper alloy

« For joining a range two parallel cables to 1/4” thick bar

» GC separates cable from bar

» GCM clamps cable directly on bar surface

* GC & GCM suitable for direct burial in concrete or ground

CONDUCTOR
PART NO RANGE S$S-306 NUT BOLT & WASHER DIMENSION ARE IN INCHES
& SET WITH 1 PCS EACH
MAX MIN W
51031 4 8 3/8 - 16 UNC - 1.25 Long 1.25 1.24 1.25
51032 2/0 4 3/8 - 16 UNC - 1.25 Long 1.50 1.50 1.50
51033 250 2/0 1/2 - 13 UNC - 2.25 Long 1.95 1.63 2.00
51034 500 300 1/2 - 13 UNC - 2.25 Long 2.60 1.63 2.25

FOR TWO COPPER CABLE TO BAR TYPE - GCM

GROUNDING

» Manufactured from high strength copper alloy

« For joining a range two parallel cables to 1/4” thick bar

* GC separates cable from bar

* GCM clamps cable directly on bar surface

* GC & GCM suitable for direct burial in concrete or ground

AR NG CONDUCTOR RANGE $5-306 NUT BOLT & WASHER SET DIMENSION ARE IN INCHES
MAX MIN WITH 1 PCS EACH [ W H
51031M 4 8 3/8 -16 UNC - 1.25 Long 1.25 1.24 1.28
51032M 2/0 4 3/8 - 16 UNC - 1.25 Long 1.50 1.50 1.50
51033M 250 2/0 1/2-13 UNC - 2.25 Long 1.95 1.63 2.00
51034M 500 300 1/2-13 UNC - 2.25 Long 2,60 1.63 2.25

s &
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