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Air Conditioner Disconnect 

Features

Features

Part No

Part No

Applications

Applications

Power Rating

Power Rating

Material
• Galvanized steel

Electrical Rating

Material
• Galvanized steel

Electrical Rating

Finish

Finish

Conductor Range
CU/AL CU/AL
 for Load/Line for Ground

Conductor Range
CU/AL CU/AL
 for Load/Line for Ground

L

L

Dimension Are In Inches

W

Dimension Are In Inches

W

H

H

60 Amp Non Fused Air Conditioner
Disconnect Non-Automatic Switch

30 Amp Fused Air Conditioner Disconnect Switch

ACD-001

ACD-011

• Rating : 3 HP

• Rating : 10 HP

• Voltage : 240 V - 1 Phase •
Current : 60 Amp

• Voltage : 240 V - 1 Phase •
Current : 30 Amp

• Enclosure NEMA 3R std.
• Number of pole - 2
• Including 1 inch knockout

• Enclosure NEMA 3R std.
• Number of pole - 2
• Including 1 inch knockout

14 - 2 AWG

14 - 3 AWG

• Powder coated

• Powder coated

14 - 4 AWG

• Use for Air Conditioner safety / Disconnect switch
• Shut off power to your unit for maintenance or repirs

• Use for Air Conditioner safety / Disconnect switch
• Shut off power to your unit for maintenance or repirs

14 - 3 AWG

2.50

2.12

5.00

5.00

7.50

7.00
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